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• SOLAR CABLE/ H1 Z2Z2-K PHOTOVOLTAIC CABLE 

Single-conductor• Twin-conductor• 1 SOOVDC/1 OOOVAC• TOY Certified 

匣

RATINGS & APPROVALS 

♦ TOV-certified BS EN 50618

♦ H1Z2Z2-K

♦ I EC 60228: Conductors Class 5

♦ RoHS compliant

♦ EN60811-2-1

♦ EN60811-1-4

♦ EN50396

♦ EN60332-1-2

♦ Conductor
Soft annealed tin-coated flexible stranded copper per IEC 60228 

♦ Insulation
UV-resistant, cross-linkable, halogen-free, flame-retardant 
irradiated cross-linked polyethylene. 

♦ 扫cket
Black, low smoke non-halogenated, flame retardant, oil, abrasion, 
chemical and sunlight resistant cross- linked compound. 

APPLICATIONS 

solar cables are versatile single-conductor and twin-conductor cable 
designed to meet the varying needs of the Solar Industry. Applications 
include connection to module junction boxes and required cable 
routing in balance of 
system (BOS) integration. Rated 1 SOOVDC/1 OOOVAC. 

FEATURES 

♦ A two-layer construction with a low smoke halogen-free,

flame retardant and sunlight resistant cross-linked compound

outer-layer and halogen-free thermoset polyolefin inner layer.

♦ Vertical Flame Performance: EN 60332-1-2

♦ Excel lent UV and Ozone resistance

♦ Suitable for wet, damp, and humid locations

♦ Specially designed for excellent flex化汕ty

♦ Compatible with all major connectors

♦ Cold bend and impact: -40°C

♦ Made in China
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• BS EN 50618 H1 Z2Z2-K PHOTOVOLTAIC CABLE 

H1 Z2Z2-1 Single-Conductor 

7194000 1.5 30x0.25 0.75 0.90 4.9土0.2

7194001 2.5 SOx0.25 0.75 1.00 5.5土0.2 8.21 41 

7194002 4.0 56x0.30 0.75 1.05 6.20土0.2 5.09 55 

7194003 6.0 84x0.30 0.75 1.05 7.0土0.2 3.39 70 

7194004 10.0 80x0.40 0.90 1.20 8.30土0.3 1.95 98 

7194005 16.0 128x0.40 0.90 1.20 9.45土0.2 1.24 132 

7194006 25.0 200x0.40 0.90 1.20 10.75 士0.2 0.795 250 

♦ Cable diameters are subject to 土5% manufacturing tolerance
♦ The most common color is black, but red is also chosen
♦ Insulation: 125°(XLPE/XLPO

．归cket: 125°CXLPE

H1 Z2Z2-1 Twin-Conductor 

7194101 2x1 .5 30x0.25 0.75 0.90 4.9x9.9 13.7 30 

7194102 2x2.5 SOx0.25 0.75 1.00 5.5x11 8.21 41 

7194103 2x4.0 56x0.30 0.75 1.05 6.20x12.3 5.09 55 

7194104 2x6.0 84x0.30 0.75 1.05 7.0x14.5 3.39 70 

7194105 2x10.0 80x0.40 0.90 1.20 8.30x17.8 1.95 98 

♦ Cable diameters are subject to 士5% manufacturing tolerance
♦ The most common color is black, but red is also chosen
♦ Insulation: 125°(XLPE/XLPO

♦ Jacket: 125°(XLPE
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• BS EN 50618 H1 Z2Z2-K PHOTOVOLTAIC CABLE 

Ul4 703 Solar Cable 
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65x0.32 1.23 0.80 7.03土0.2 55 

65x0.25 1.23 0.80 6.40土0.2 40 

41x0.25 1.23 0.80 5.89土0.2 35 

26x0.25 1.23 0.80 5.49土0.2 24 
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♦ Cable diameters are sub」ect to 士5% manufacturing tolerance
♦ The most common color is black, but red is also chosen
♦ Insulation: 125°(XLPE/XLPO

♦ Jacket: 125°(XLPE
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